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Product: Decca BridgeMaster E Series Radars 
 
Subject: CRT(1) v FPD(2) Monitors Compatibility Chart 
 
The following chart indicates the compatibility between a Primary Viewing Unit3 
and a Secondary Viewing Unit4.  
 
 
 
 
 
 
 

 

  CRT1 FPD2

  
180 

65814 
R or Y 

250 
65821 

R, Y, V or Z 

340 
65826 
W or Z

180 
65815 
A or D 

250 
65817 

A, D, G or H 

250 
65819 
A or D 

340 
65823 
A or B 

CRT1 ANY TYPE   
OF UNIT5 YES YES YES YES YES YES YES 

180 
65815 
A or D 

NO NO NO YES YES YES YES6

250 
65817 

A, D, G or H 
NO NO NO YES YES YES YES6

250 
65819 
A or D 

NO NO NO YES YES YES YES6
FPD2

340 
65823 
A or B 

NO NO NO NO NO NO YES 

PRIMARY VIEWING UNIT4

SECONDARY 
VIEWING 

UNIT4

 
 
 
 
Notes: 
 

1. CRT: Cathode Ray Tube type Monitor. 
2. FPD: Flat Panel Display type Monitor. 
3. The Primary Viewing Unit defines the resolution of the system. It is 

connected directly to the Electronics Processor Unit. 
4. The Secondary Viewing Unit is connected to the Primary Viewing Unit.    
5. Any good quality auto-syncing PC CRT1 type Monitor.  
6. Will work but picture will NOT fill the screen. 
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